CABLE JACKET REMOVED,
"PENCIL” INSULATION

PLASTIC BODY MOLD

POURING SPOUT
D

7

HEAT SHRINKABLE TUBING WITH
INTERNAL ADHESIVE, PER SPECS.

FACTORY MOLDED L-823 2" AFTER
TRANSFORMER LEADS SHRINKING (TYP.)

FACTORY MOLDED L-823
TRANSFORMER LEADS SHRINKING (TYP.)

HEAT SHRINKABLE TUBING WITH
INTERNAL ADHESIVE, PER SPECS.
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REVISIONS

PEO89

NUMBER |  BY DATE

CABLE SPLICE NOTES

27 AFTER

RESIN AN
COMPRESSION TYPE SLEEVE \
CONNECTOR. CRIMP WITH TOOL
RECOMMENDED BY MANUFACTURER
SEAL ENDS OF MOLD WITH

TAPE PROVIDED IN-SPLICE KIT

FOR IN~UNE CONNECTIONS OF EXISTING
CABLES CUT DURING CONSTRUCTION.

TYPE A

.
=T =

REC€PTACL€ END

ADDITIONAL ADHESIVE
COMPOUND FILLER

FIELD INSTALLED L-B23
RECEPTACLE -END

l FOR SPLICES AT TAXIWAY LIGHTS AND SIGNS. ’

TYPEC .

CABLE SPLICES

ADDITIONAL ADHESIVE
COMPOUND FILLER

FIELD INSTALLED L-823
RECEPTACLE END

N.T.S.

FOR SPLICES AT TAXIWAY LIGHTS AND SIGNS. |

TYPED

. INSIDE DIAMETER OF .CONNECTOR SHALL PROPERLY MATCH THE
QUTSIDE DIAMETER OF CABLE.

. THE COST OF FURNISHING AND INSTALLING ALL SPLICE
‘MTS}"%RW.S SHALL BE INCIDENTAL TO THE ASSOCIATED CABLE

. THE CONTRACTOR SHALL HAVE A MINIMUM OF TWO (2) TYPE A
gggcgs}(ﬁs ON THE JOB SITE AT ALL TIMES FOR EMERGENCY
AIRS.

0 i 2
e —}
THIS BAR IS EQUAL TO 2°
AT FULL SCALE (34X22).
PLOT §

MOUND SLIGHTLY, GRADE & SEED

BACKFILL RESTORATION S e
PER SPEC. 108~3.5 \ —
N . S

L o e

. e

INSULATED CABLE 1j{;IlI
IN UNIT DUCT P~ @ @

1. TRENCHES WITH MORE THAN 2 CABLES SHALL BE
INCREASED 3" IN WIDTH FOR EACH ADDITIONAL
CABLE. IF SPECIFIED ON PLANS, TWO PARALLEL
TRENCHES MAY BE CONSTRUCTED.

2. DEPTH OF TRENCHES SHALL BE AS SHOWN ABOVE
UNLESS OTHERWISE SPECIFIED ON THE PLANS.

3. SAND BACKFILL SHALL BE USED IF THE EXISTING

SOIL DOES NOT MEET THE BACKFILL REQUIREMENTS.

4. ALL DISTURBED SURFACES SHALL BE RESTORED TO
THEIR ORIGINAL CONDITION. COST IS INCIDENTAL TO

{TEM 108

\__msuwzo CABLE

K:\PeoriaAP\ 070610400\ Draw\Sheets\ 1_West_South_Fence\Phass 3 Sheets

FILE; ELECDETLOY.dwg
DATE:  2/12/2009 8:38 AN

TRENCH DETAIL
NT.S,

r’.B /~6" ITEM 610 P.C.C.

B BEEEB B

O—1

35'-0" I\I

PAVEMENT EDGE

PROPOSED AIRFIELD SIGN, ACTUAL
DIMENSIONS, BOLT PATTERN AND
CONNECTIONS PER THE MANUFACTURER.
TO ACCOMMODATE PROPOSED LEGENDS.

NOTES

6" ITEM 610 P.C.C.

CONSTRUCT NEW PERIMETER ROAD AND
PERIMETER FENCE - PROJECT 3

‘GENERAL WATNE A. DOWNING -
PEORIA INTERNATIONAL AIRPORT

6"x6" WELDED WIRE FABRIC

1. TRANSFORMER WATTAGE SHALL BE AS REQUIRED BY

SIGN MANUFACTURER.

2. SIGN LEGEND SHALL BE AS SHOWN IN THE PLANS,

3. SIGNS SHALL BE SIZE 2 STYLE 2, CLASS 2.

LIGHT IDENTIFICATION TAG-
SEE DETAIL

L—823 SECONDARY
CONNECTOR FOR JUMPER

"CABLE WITH HEAT SHRINK

3/8" STEEL COVER
WITH G,

WIRE FABRIC
8" ITEM 610 P.C.C.

6" SAND CUSHION SAND BACKFILL

L—-830 TRANSFORMER
PER SIGN MANUFACTURER

REQUIREMENTS

SECTION A—A

6"°x6" WELDED_/ / SEE SIDE vuaw—/

WITH HEAT SHRINK

1 »
‘.._2_.1/-——L——867 SIZE B BASE
L~823 CONNECTORS
e /

18" CONDUIT BUSHING

2" GRS CONDUI 7

2~EA. 1/C #8, 5KV CABLE IN
UNIT DUCT. UNIT DUCT SHALL

2 GRS
BE TERMINATED INSIDE THE
CONDUT LIGHT BASE AND SEALED.

BRICK

L—-858 AIRFIELD SIGN DETAILS
N.T.S.

FRANGIBLE
COUPLING

SECTION B~B.

FURNISHED WITH SIGN.

L%

CRAWFORD, MURPHY & TLLY, NC.
License No. 184-000613

Dewr

FLOOR FLANGE

TOP OF 2" CONDUIT
TO BE EVEN WITH TOP

.. PROJECT: PIA-38656
AP PROJ: 3-17-0080-XX

CONCRETE MOUNTING

L—~823 CONNECTOR

STYLE 7, TYPE 2

ELECTRICAL CONNECTION DETAIL

FiLE: . ELECDETLO1
DESICN BY: TJIH/SMS
DRAWN BY: cMT
CHECKED BY: CET
APPROVED BY: CET
DATE: 02-13-2008
JOB Not 07061-04-00

ELECTRICAL DETAILS
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